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Two-way Loudspeaker System a
The LH8 is an all-purpose 2-way full-range loudspeaker designed
for near-field contracting applications.Fitted with one 8" neodymium FEATURES
woofer and one 1" exit neodymium compression driver coupled to a @High quality plywood with special
rotatable horn. . ) )
environmental protection paint
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SR, FRIRBLR B E @ Top hat fitting for tripod
®Light weight, convenient to move and
fix installation
CONFIGURATION OUse.d for back ground music, clubs and
monitor speaker
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FREQUENCY RESPONSE(-3dB) 80 Hz-18kHz
FREQUENCY RESPONSE(-10dB) 75 Hz-20kHz
DRIVERS  1X8"(200mm)/2"voice coil LF
1X1"(25mm)/1.7"voice coil HF
RATED POWER  150W RMS,600W peak
SENSITIVITY 93dB 1watt/1 metre
MAXIMUM SPL  115dB continuous,121 dB peak
IMPEDANCE 8 ohms nominal
DISPERSION(-6dB) 90°X 50°
CROSSOVER FREQUENCIES 2.3kHz passive
INPUT CONNECTORS 2X Speakon NL4
PACKAGE SIZE 350mmX300mm X 544mm
NET WEIGHT 8 kg/pc
GROSS WEIGHT 9 kg/pc
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